
BALDINO 1-36  
NE NW SW Sec 36 T17N R9W 

OSCEOLA COUNTY, MI 
CURRENT WELLBORE DIAGRAM 

lir STEEL PLATE , 
50'-SURFACE 15 SX CLASS A CMT 

API No. 21-133-36925-0000 
GL @ 1166.6' 
KB @ 1183.2' 

WELL COMPLETION DATE: 11-17-83 
PLUGGING COMPLETION DATE: 8-17-95 

UPDATED APRIL 2014 BY JLT 
24" CONDUCTOR DRIVEN TO 100," 

14 3/4" Hole 
SURFACE CASING  
11 3/4, 60#/ft. 

975*-800 SET @ 954' Sch 
CMT w/ 350 SX HOWCO LITE + 200 SX CLASS A w/3% CaCl2 
TOC @ SURFACE 

975%800' 50 SX CLASS A CMT 
2900'-2725' 50 SX CLASS A CMT 
85/8' CIBP @ 2900 

/ 2900%2725' 

2900' 1/4/ 

105/8 Hole 
INTERMEDIATE CASING  
8 5/8", 32#/ft 
SET @ 5465' Sch ic  I 
let STAGE: 360 SX HOWCO LITE w/2% CC + 200 SC CALSS A DV TOOL 23812' 
2nd STAGE: 810 SX HOWCO LITE w12% CC + 100 SX CLASS A w/3%CC 
TOC @ SURFACE ,./-• 

7 7/T Hole 

7100%6889' 25 SX CLASS H CMT 2100%5889' 

V4-809.  

51/2" CMT RETAINER @ 8020' KB V/  
SQUEEZED 25 SX CLASS H CMT THRU RETAINER, 
LEFT 25 SX ON TOP OF RETAINER 
TOC @7809'  

PROD. CASING  
5 1/2, 20 & 17#/ft 
SET @8190' KB • 
300 SX HOWCO LITE w/18% SALT + 400 SX REGULAR 
PDX w/18% SALT + 150 SX CLASS H CMT 
TOC @ 3500 EST. 

CMT @2900' v.'.  

V8020' 

TD @ 8190' KB  

BURNT BLUFF PERFS: 
8086I-8089' KB 

8094.-8102' KB 

8108.-8112 KB 
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